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Testina segnante
Marking head

Macchina automatica per marcatura del capi a caldo 
tramite un'unica testina marcante riscaldata.
Il movimento della testina marcante avviene mediante 
motore passo-passo comandato da azionamento 
elettronico.
Programmazione del ciclo di lavoro tramite PLC e 
terminale operatore: l'operatore ha la possibilità di 
impostare il numero desiderato di marcature e 
soprattutto distanze variabili tra marcatura e marcatura 
fino ad una distanza utile di 1,20 mt.
Sempre dal terminale operatore di definisce la 
temperatura di marcatura e il tempo di marcatura.
La macchina è concepita per il lavoro con un operatore. 
  

Automatic hot marker machine by one heated marking-
head.
Marking-head movement by step-step motor and 
electronic driver.
Programmable logic controller (PLC) and touch screen 
panel to create the working cycle: worker can decide 
numbers of markers, distance between markers, time of 
marker and temperature of marking-head.
Only one worker.

SCHEDA TECNICA / TECHNICAL DATA
Dimensioni / Dimensions   1,50 mt x 0,70 mt x H 1,40 mt
Peso / Weight 150 kg
Alimentazione elettrica / Voltage 220 V
Frequenza / Frequency 50 Hz / 60 Hz
Consumo di corrente / Power consumption 1 kW – 2.5 A
Pressione dell'aria / Air compressed pressure  2 bar
Ingresso aria compressa / Air compressed pipe  1/4”
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